
0+
00

1+
00

2+00

3+00

4+00

4+83

PC
 1

+7
1.

1

PT 2+21.5

11+00 12+00 13+00 14+00 15+00 16+00 17+00 18+00 19+00 20+00
21+00

22+00

23+00

24+00

25+00

25+91

PI 17+12.5 PC 20+04.2

PCC 21+70.2

PT 23+53.1

PC 24+50.9

PT 25+34.6

CB-1
12" HDPE

D

CONVERT EX. CB TO DMH
W/ DIVERSION WEIR

CB-2

D

CONVERT EX. CB TO DMH

PROPOSED GRANITE CURB

PROPOSED 5.0' HBP SIDEWALK

12'
12'

3.0'
3.0'

12'
11'

12'

3'

3'

12'
12'

3'

3'

12'
2'

PROPOSED
MILLING &
OVERLAY

PROPOSED MILL
& OVERLAY

END PROPOSED
SIDEWALK AT EXISTING

CROSSING

FLUSH SIDEWALK WITH CEMENT CONCRETE FOR
ACCESS TO CAR DEALERSHIP LOT PROPOSED TEMPORARY CONSTRUCTION

EASEMENT LINE

MAINTAIN EXISTING 4' PAINTED SHOULDER

CONNECT PROPOSED
SIDEWALK TO EXISTING

SIDEWALK

CLOSE ACCESS TO RT 3
FROM CHURCH ST, REMOVE PAVEMENT

& LOAM AND SEED

PROPOSED RETAINING
WALL AT BACK OF

SIDEWALK

MAINTAIN LIBRARY
ACCESS TO CHURCH ST

PROPOSED GRANITE CURB

PROPOSED 5.0' HBP SIDEWALK

PROPOSED SLOPED GRAN. CURBED CONCRETE
 ISLAND FOR RIGHT IN

AND RIGHT OUT ACCESS

BEGIN PAVEMENT MILLING
AND OVERLAY

PROPOSED GRANITE CURB

PROPOSED 5.0' HBP SIDEWALK

PROPOSED ROADWAY
BOX WIDENING

PROPOSED TEMPORARY CONSTRUCTION
EASEMENT LINE

EXISTING RIGHT OF WAY LINE EXISTING RIGHT OF WAY LINE

EXISTING RIGHT OF WAY LINEEXISTING RIGHT OF WAY LINE

PROPOSEDGRANITE CURB

PROPOSED 5.0' HBP SIDEWALK

EXISTING RIGHT OF WAY LINE

PROPOSED5.0' HBPSIDEWALK

CONNECT PROPOSED SIDEWALK

AND CURB TO BRIDGE PROJECT

CONNECT PROPOSED SIDEWALK

AND CURB TO BRIDGE PROJECT

PROPOSED GRANITE CURB

28'
PROPOSED HBPDRIVEWAY TO MYA

CONNECT NEW DRIVEWAY TO EXISTING

GRAVEL PARKING LOT

EXISTING RIGHT OF WAY LINE

END MILLIING AND OVERLAY

END MILLIING AND OVERLAY

REMOVE EXISTING PAVEMENT,

RESTORE SURFACE WITH LOAM AND SEED

PROPOSED CROSS
WALK WITH ADA

ACCESSIBLE RAMPS

PROPOSED CROSSWALK WITH
ADA ACCESSIBLE RAMPS

PROPOSEDCROSSWALK WITHADA ACCESSIBLERAMPS

TEMPORARY BARRIER

PROPOSED
GUARDRAIL

RELOCATE UTILITY POLE

RELOCATE UTILITY POLE
AND RISER

2:1 GRASSED SLOPE
BEHIND GUARDRAIL

PROPOSED GRANITE CURB

PROPOSED TEMPORARY CONSTRUCTIONEASEMENT LINE

PROPOSED 5.0' HBP SIDEWALK

PROPOSED 5.0' HBP SIDEWALK

PROPOSED GRANITE CURB

PROPOSED SOLAR POWERED RECTANGULAR
RAPID FLASHING BEACON ASSEMBLY

PROPOSED SOLAR POWERED RECTANGULAR
RAPID FLASHING BEACON ASSEMBLY

RELOCATE UTILITY POLEAND RISERS

EXTEND EXISTING CONCRETE CURB ISLAND

REMOVE BOULDERS

PROPOSED BERM

PROPOSED PERMANENT EASEMENTOR TAKING
PROPOSED BOX WIDENING

N 0° 24' 02" W   712.50'
N 0° 20' 50" E   291.74'

N 17° 24' 33" E   97.86'

N 25° 44' 56" E   56.54'

L=166.00' R=1576.00'

Δ=6° 02' 05"

L=182.84' R=950.00'

Δ=11° 01' 38"

L=83.65' R=575.00'

Δ=8° 20' 07"

N
 7

6°
 2

9'
 1

3"
 W

   
17

1.
06

'

N 12° 18' 35" W   261.43'
L=50.40' R=45.00'

Δ=64° 10' 38"

D

DMH-3

D D

CB-3

12" HDPE

12" HDPE
OVERFLOW

PROPOSED LEACHING
BASINS EMBEDDED IN

CRUSHED STONE

PROPOSED LEACHING
BASINS EMBEDDED INCRUSHED STONE

PROPOSED STORMWATER
TREATMENT BASIN WITH

SEDIMENT FOREBAY

PROPOSEDFLARED ENDSECTIONWITH RIPRAP PAD

D

D

12" HDPE

DI-4

12" HDPE

CB-5

12" HDPE

PROPOSED FLAREDEND SECTION WITHRIP RAP PAD

D

PROPOSED
OUTLET CONTROL

STRUCTURE

CB-6

D

DMH-612" HDPE

12" HDPE

12" HDPE

CB-4

12" HDPE PIPE
PERMENANT TRENCH

PATCH REQUIRED

RELOCATE
UTILITY POLE

20 0 20

SCALE IN FEET: 1"=20'

40


